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APPLICATION FOR PERMITTO DRILL,DEEPEN,OR PLUGBACK 6. IF INDIAN, ALLOTTEE OB TRIBE NAME

la. TYPE OF WORK

DRILLM DEEPENO PLUG BACKO 7. UNIT AGREEMENT NAME

b. TYPEOFWELL
Dry Burn

OWELLL WAELL
OTHER

NNGLE D MONLTIKE 8. FARM OR LEASE NAME

2. NAME OF OPERATOR Federal
Coseka Resources (USA) Limited 9. WEL NO.

z¯ADDRESS
OF OPERATOR

4-35-13-24

P.O. Box 399, Grand Junction, CO 81502 io. FIELD AND POOL, OR WILDCAT

4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.*) Wildcat
At surface

668' FWL, 276' FSL, Section 35, T13S, R24E
1. ECD

SËRV
YMÅRORABELA

At proposed prod. zone
Same JWSW Sec. 35, T13S, R24E

14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE* 12. COUNTY OR PARISH 18. STATE

Uintah Utah
10. DISTANCE FROM PROPOSED* 16. NO. OF ACBES IN LEASE 17. NO. OF.ACRES ASSIGNED

LOCATION TO NEAREST TO THIS WELL

PROPERTY OB LEASE LINE, FT- 276 ' 320 160
(Also to nearest drlg. unit line, if any)

18. DISTANCE FROM PROPOSED LOCATION* 1Û. PROPOSED DEPTH 20. ROTARY OR CABLE TOOLS

o'a°Nr?E SFOR OLNL,
S

SG C WED, 6,350' Rotary
21. ELEVATIONS (Show whether DF, RT, GR, etc.) 22. APPROI. DATE WORK WILL START*

6,832' Ungr. October 20, 1981
23. PROPOSED CASING AND CEMENTING PROGRAM

slZE OF HOLE SIZE OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTITY OF CEMENT

12 1/8" 9 5/8" 36# 200' To surface
8 3/4" _ 7" 23# 5,200' 500' above pay or sufficient
6 1/8" 4½" 11.6# T.D. .to

protect coal or fresh
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Exhibit "A" - Ten P nce Program
Exhibit "B" - Proposed Production Laygut gyg($TATE
EChr "C"n- ObP OF UT BWSiúN OF

13 Point Surface Lanb sSaaWWgs GAB AND MINI

IN ABOVE SPACE DESCRIBE PROPOSED PROGnax : If proposal is to deepen or plug back, give data on present productive zone and propo ed new productive

zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowont

preventer program, if any.
24· Field Services
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Administrator
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Exhibit "A"

Ten Point Compliance Program

NTL-6

Attached to Form 9-331C
Well #4-35-13-24
Uintah Co., Utah

1. The geological name for the surface formation is the Green River
Formation of Middle Eocene Age.

2. The estimated tops of important geological markers with depths
calculated from an estimated RKB elevation of 6,832' are as
follows:

Mesa Verde 2,315'

Mancos 4,605'

Castlegate SS 4,735'

Mancos "B" 5,664'

Base Mancos "B" 6,225'

Dakota 8,57Ø'

Cedar Mtn. Morrison 8,770'

Total Depth 6,350'

3. of the formations listed above it is anticipated that the Mancos
"B" formation may be gas bearing in the well.

4. The proposed casing program for completion of this well will
consist of 4 1/2", 11.6#, N-8Ø new casing; intermediate casing
will consist of 7", 23# new casing and will be run to 5,200';
200' of 9 5/8", 36#, H-40 surface casing will be run and will be
new.

5. The operator's minimum specifications for pressure control
equipment are as follows:

A lØ" Series 9ØØ Hydril Bag type BOP and a 10"
Double Ram Hydraulic unit with a closing unit
will be utilized. Additionally, while air
drilling, a Series 9ØØ Rotating Head will be
used. Pressure tests of BOP's to 100Ø# will be
made after installation and operation and will
be checked daily. (See Exhibit "B")

6. It is proposed that the hole will be drilled to the top of the
Mancos with air and mist as necessary in order to clean the hole.

Page



From the Mancos to Total Depth it is planned to drill the well
with air or air mist.

7. Auxiliary equipment to be used will be a Kelly Cock and a Float
at the Drill bit.

8. No coring or drill stem testing has been scheduled for this well.
The logging will consist of a dual induction laterolog and a
compensated neutron formation density log.

9. It is not anticipated that abnormal pressures or temperatures
will be encountered nor that any other abnormal hazards such as
H2S gas will be encountered in this area.

10. It is anticipated that this well will be commenced approximately
October 20, 1981 and that the operations will last two weeks.

Page
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COSEKA RESOURCES

13 Point Sur ace Use Plan

Well Location

4-35-13-24

Located In

Section 35, T13S, X24E, S.L.B.&M.

Uintah County,
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1. Existing Roads

A. For the location of the proposed well and the existing roads,
see the attached Topographic Maps "A" and "B". The proposed
well is located SW SW,CSettion 35, T13S, R24E E.L.B.&M. See well
plat.

B. The proposed location is approximately 73 miles South of Ouray,
Utah. To reach Coseka Resources.Well #4-35-13-24, proceed
South on Seep Ridge road 53 miles South to P.g Springs, then
continue easterly 8.C±ailes to the Eb. Cook Ridge Road to
the North.. Proceed North Along thga road approximately 12
miles to an existing -jeep trail to the Northeast; Proceed
Northeasterly along this road (to be upgraded) - 0.6 miles
to its junction with the proposed access road.(To be dicussed
in item #2).

C. The proposed route is outlined on Topographic Bap "A".

D. See Topographic Nap "B".

E. Not applicable.

F. Access to the well site wilÀ be over existing county and BLM
roads. No private roads will be used. County and BLM roads
will be regularly maintained by grading, crowning and ditching
at least once a year or when necessary. The proposed access
road will be crowned and ditched so as to accommodate rig -

traffic. See _Topo Map "B" for details of the existing access
road.

2. Planned Access Roads

See attached Topographic Map "B".

The planned access road will be approcinately 2.3 miles in length
and will comply with the general specifications as outlined.

(1) The proposed access road will be an 18' crown road usable
(9' either side of the centerline) with drain ditches
along either side of the proposed road where it is de-
termined necessary in order to handle any run-off from
any normal weather conditions that are prevalent to this
area.

(2) The maximum grade of the proposed access road will
not exceed 8%. See Topo Nap "B" for details of maximum
grades and drainage crossings.

(3) Some turnouts omy be required along the access road,
they will be placed according to specifications found
in the oil & gas surface operations manuel. Disturbance
due to cut will be kept to a minimum.

(4) Drainage design of the proposed access road will avoid
unnecessary disturbance of natural runoff patterns;
however, because of the character of the terrain,,some runoff
drainages may be impacted. Drainage will be implemented so
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not to cause siltation or accummulation of debris. Depending
upon soil and precipitation factors, drainage dips will be incor-
porated where appropriate. Where drainages are crossed, low water
crossings will be utilized as outlined in BLM/USGS, Surface
Operating Standards, p. 25, whenever possible. If low water
crossings are deemed not feasible, culverts will be installed as
outlined in Surface Operating Standards, p. 22. 23.

(5) Because of the steep terrain through which the proposed access
route will be built, substantial road cut and road fill will be en-

countered. Such cut and fills are unavoidable, but should not
present permanent high erosion potential. No culverts are pÏanned.

(6) Surfacing material shall be the native borrow material from the
cut areas and will be used to stabilize the road surface and
location. No other material for construction is anticipated.

(7) If fences are encountered along the proposed access road,
cattleguards and/or gates will be installed. The cattleguards
will have a loading factor large enough to facilitate the heavy
trucks required in the drilling and completion of this well.

(8) The road has been center-line flagged for the full distance of the
proposed route.

3. Location of Existing-Wells

See Map "Cn. For information purposes, the following wells are within a
two mile radius of the proposed welli

(1) Water wells - None i

(2) Abandoned wells - None

(3) Temporarily abandoned wells - None

(4). Disposal wells - None

(5) Drilling wells - None

(6) Producing wells - None

(7) Shut-in wells - None

(8) Injection wells - None

(9) Monitoring wells - None

4. Location of Existing and Proposed Facilities

A. There are no existing production facilities located within one mile of
the proposed well. See Topographic Map "B".

(1) Tank batteries - None

(2 Production facilities - None

(3) Oil gathering lines -



(4) Gas gathering lines - None

•(5) There are no injection lines in the area.

(6) There are no disposal lines in the area.

There are no known gas lines in the immediate area.

B. Due to the exploratory nature of the Coseka Resources drilling program,
we are unable to anticipate any production. However, the attached
Exhibit "C" shows the proposed production facilities that will be
utilized in the event commercial gas is encountered. All production
facilities will be kept on the'pad. The off-location gas gathering
line will be proposed and plans submitted after the well is completed
and tested.

Construction materials will be native borrow or cut exposed on .the

site, and.will be consistent with accepted oil field standards and good.
engineering practices.

A three strand barbed wire fence will be constructed and maintained
around any disposal pits during the drilling and completion phase of
the well. Nhen these pits are no longer needed and have been allowed
to dry, they will be covered over with native borrow material and
rehabilitated to conform with the provisions of the rehabilitation
agreement of BLM standards. A welded pipe fence will be constructed
around the we11head to prevent access to livestock or larger wildlife.

C. Rehabilitation of the pits is discussed above. The remaining pad not
used for producing operations will be recontoured to conform with the
natural grade and covered with topsoil stockpiled on the site. This
area will be reseeded as per current BLM guidelines.

5. Location and Type of Water Supply

A. Water to be used to drill this well will be hauled by truck from

Coseka Resources is negotiating a water agreement with Bert De Lambert
SWh Section 1, T15S, R22E.

B. Water will be hauled by trucks on the above described access route.
See route on Topographic Map "A". No new roads or pipelines will be
needed for this purpose.

C. No water well will be drilled.

6. Source of Construction Haterials

A. All construction materials for this location site and access road shall
be native borrow rock and soil accumulated during the construction. No
additional road gravel or pit lining materials are anticipated at this
time, but if they are required, appropriate action will be taken to
acquire them from private sources after notification is given to the
proper regulatory
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B. Items described in part "A" are from Federal lands.

C. See part nA".

D. No other access roads are required other than described in Item 2.

7. Methods for Handling Waste Disposal

See Location Layout for the size and location of the reserve pit and the
location of the fine mesh'wire trash cage. Exce.ss "cut" material will be'
stockpiled as marked on the Location Layout Sheet.

(1) Drill cuttings, drilling fluids, salts, chemicals and produced
fluids will be disposed of in the reserve pit on the location pad.
This pit will be approximately 8 feet deep and at least one half
of this pit will be used as a fresh water storage during the
drilling of the well. The disposal and storage areas shall be
separated by a dike. Dust produced during the air drilling phase
shall be suppressed by inserting a water hose with a spray nozzle
into the 7" flow line. A water mist will be continuously injected
into the dust stream during the dusting phase of the drilling.

(2) See Item 1 above for disposal of drilling fluids.

(3) See Item 1 above for disposal of produced water. Any oil produced
after the well is connected to a pipeline will be collected in a
tank on location and trucked for sale to the buyer to be
determined at that time. No oil production is anticipated from
this well.

(4) A portable chemical toilet will be provided for human waste during
the drilling phase.

(5) Garbage and other waste material will be contained in a trash cage
and hauled away by truc]k to a disposal site provided by Galley
Construction in Grand Junction, Colorado.

(6) Immediately after the drilling rig moves off the locations the
remaining trash and garbage will be collected and hauled away by
truck. The reserve pit will be fenced on the open side to protect
domestic animals and wildlife. This pit will be utilized during
the completion and testing phase of the well for storage of
produced fluids. As soon as the testing is completed, the pit
will be covered. The drilling pad will then be reclaimed as
detailed in Item 10 discussed below.

8. Ancillary Facilities

No airstrips or camps are planned for this
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9. Well Site Layout

See attached Location Layout Sheet which shows the following items:

(1) Cross section of the pad showing details of the cuts and fills.

(2) Location of the reserve and blooey pits, pipe racks, living
facilities and topsoil stockpile and excess "cut" stockpile.

(3) Rig orientation, parking areas and access road.

(4) All pits will be unlined unless it is determined by the represent-
atives of the agencies involved that the pad materials are too
porous and would not prevent contamination to the surrounding
area: then the pits will be lined with a bentonite gel or other
materials necessary to make them impermeable.

10. Plans for Restoration of Surface

In the event of a dry hole, pits will be allowed to dry and Ed11 then be
backfilled and waste pits will be backfilled. The location will be
restored to as near the original contour as feasible nd then reseeded.

(1) Upon completion of the testing phase of the well and prior to the
pipeline hookup, the areas not needed for access to the well and
used for producing operations shall be filled and recontoured to
blend with the surrounding topography and the stockpiled soil
redistributed over the unused disturbed area. After final
plugging and abandonment of the well, the entire disturbed area
will be contoureg and topsoil spread over any previously disturbed
area.

(2} The revegetation of the drill site area and access not needed to
carry on production operations will be reseeded with a seed
mixture recommended by the BLM District Manager. It will be
performed at a time of the year when the moisture content of the
soil is adequate for germination. The Lessen agrees that all of
the clean-up and restoration activities shall he done in a
diligent and timely manner and in conformity with the above
mentioned Items 7 and 10 (1).

(3) All pits will be fenced prior to disposal of any waste material
and the open side of the reserve pit will be fenced before
removing the rig from the location. The fences will be maintained
in good condition until Item (1) is started.

(4) Any oil or condensate in any temporary pit will be removed in a .

timely manner. Overhead flagging or netting will be installed on
any sump pit used to handle well fluids during the producing life
of the
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(5) Restoration activities shall begin within 90 days after the
completion of the well.- Once completion activities have begun,
they shall _be completed within 30 days. All wellhead and surface
equipment will be painted to blend with the environment according
to BLM recommendations.

11. Other Information

The topography of the general area is mountainous and cut with numerous
canyons. The Green River shale is a weather resistant cap 'which has
produced the flat-top nature of the area. The soils in this semi-arid area
are of the Green River formation (Middle Eocene) and the Wasatch formation
(Lower Eocene) consisting of light brownish-gray clays (OL) to sandy soils
(SM-ML) with poorly graded gravels. Out crops of sandstone ledges, con-
glomerate deposits and shale are common in this area. The topsoils in the
area range from sandy clay (SM-ML) to clayey (OL) soil.

Vegetation in the area consists of fir trees, aspen and mature spruce trees
with grasses and low ground cover in the clearings. On the lower
elevations, the vegetation consists of juniper and pinon pine forests as
the primary flora with areas of sagebrush, rabbit brush, some grasses and
cacti. Removal of the trees and brush in the area will be required on the
proþosèd access route and in the pad årea, but will be kept to a minimum
and conform to BLM regulations.

Fauna of the area consists of a migrating mule deer population, coyotes,
bear, rodents, birds, and fauna connected with a high altitude environment.

The majority of the washes and streams in the area are of a non-perennial
nature flowing during the early spring runoff of during extremely
heavy rainstorms, which are extremely rared The normal annual rainfall in
the area is only 8". The only live water stream within 5 miles of the well
site is Bitter Creek to thenortheast.

There arego occupied dwellings and ranch facilities in the general area.
There are no visible archaeological, historical and cultural sites within
reasonable proximity of the proposed location site. However, the location
itself has been cleared of cultural resources by the firm of Gordon &
Kranzush, and the Cultural Resource completion report has been sent to the
BLM.

12. Lessee's or Operator's Representative

Stacy Stewart, Field Services Adm. Gary Roberts, Field Services Adm.
Coseka Resources (U.S.A) Ltd. Coseka Resources (U.S.A.) Ltd.
P.O. Box 399 P.O. Box 399
Grand Junction, Colorado 81502 Grand Junction, Colorado 81502 -

(303) 245-6220 (Office)
.

- (303) 245-6220 (Office)
(303) 241-0557 (Home) (303) 241-5834



13. Certification

1 hereby certify that 1, or persons under my direct supervision, haveinspected the proposed drill site and access routes; that I am familiarwith the conditions which presently exist; that the statements made in thisplan are, to the best of my knowledge, true and correct, and that the workassociated with the operations proposed herein will be performed by CosekaResources (U.S.A) Limited and its contractors and sub-contractors inconformity with this plan and terms and conditions under which it isapproved.

Date
Stacy St

.

Field Se oes
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COSEKA RESOURCES (U.S.A.) LIIVIITED
718 17th STREET, SUITE e630, DENVER, COLORADO 80202 (303) 573-6178

VIA EXPRESSMAIL

October 8, 1981

State of Utah QgyDivision of Oil, Gas & Mining IÛÛÎ
1588 West North Temple
Salt Lake City, Utah

DIVISIONOF
Dry Burn #4-35-13-24 OIL,GAS&MINING
668' FWL& 276' FSL
Sec. 35, 13S-24E
Uintah Co., Utah

Gentlemen:

Please find attached an executed waiver by Natural Gas
Corporation of Rule C-3 and the 1320' from a unit boundar.y
practice for the above referenced well.

Stacey Stewart of our Grand Junction office hand
delivered the survey plat for the location today to Mike
Minder's secretary.

Should you need any further information contact Mr. Dean
Rogers at the above number.

Very truly yours,

COSEKARESOURCES(U.S.A.) LIMITED

Brenda Groghan
Production Technologist

/bg
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COSEKA RESOURCES (U.S.A.) LIMITED
718 17th STREET, SUITE 4630, DENVER, COLORADO 80202 (303) 573-6178

October 8, 1981

Natural Gas Corpotration of California
7800 E. Union Avenue, Suite 800
Denver, Colorado 80237

Re: Dr.y Burn #4-35-13-24
668' FWL& 276' FSL
Sec. 35, 13S-24E
Uintah Co., Utah

Sirs:

Coseka Resources (U.S.A.) Limited requests waivers of
Rule C-3 - GeneraT Spacing Requirements stating a well must
be 660' from a lease line and the practice of keeping wells
1320' from a unit boundary line. These are practices of
the State of Utah Division of Oil , Gas and Mining. However,
based on topography, it is impossible to move the location
to the north. Since Natural Gas Corporation of California
and Coseka have the ownership in the effected lands to the
south (Sec. 2, 14S-24E, Uintah County) in the Sweetwater
Canyon Unit, we request the waivers of Rule C-3 and the
1320' from a unit boundary practice. Please indicate your
approval by signing below.

Yours truly,

COSEKARE (U.S.A.) LIMITED

Dean Rogers
Senior Operati Engineer

DR/b

Date October 8, 1981
Signature-Natural Gas Corp n

Attorney-in-Fact
Title

WIMIRWWW-REIIR
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** FILE NOTATIONS**

DATE: ŠgÃ.
OPERATOR:Û( //A.f.A.) •

WELLNO:
. 56.5 Š /3 SV

Location: Sec. 3 T.| $ R. 24 L County:

FLte PAepaAed: Enten.ed on W.I .9:

CaAd Indexed: Complet¿on Sheet:

API Nu.mben. 43-Ô'/Ÿ J

CHECKEDBY:

. Petroleum Engineer: gŠ /d -/

Director:

APPROVALLETTER:

Bond Requited: Saxvey Pfat Requixed

0Adex Wo. 0.K. Rufe C-3

Rufe C-3 (c) , TopogAa.ph¿c Except¿cn - company owns ok contAofs ¢cAea.ge
w¿th,¿n a. 660' tadius og pxoposed a¿te

Lea.se De61gnation Plotted on Map

AppAoval LetteA 8/A¿tten

Hot L¿ne



FIELD NOTES SHEET

te of Field Inspection: Ûc r"

Lease No.:

Approve Location: L

Approve Access Road:

Modify Location or Access Road:

Evaluation of Criteria for Categorical Exclusion

1. Public Health and Safety
2. Unique Characteristics
3. Environmentally Controversial Items

4. Uncertain and Unknown Risks

5. Establishes Precedents .

6. Cudulatively Significant
7. National Register Historic Places

8. Endangered/Threatened Species
9.. Violate Federal, State, Local, or Tribal Laws

lf this project.is not eligib_le for Categorical Exclusion circle the numbers of

the above criteria requiring the preparation of an EA.

Comments and special conditions of approval discussed at onsite: (include local



CATEGORICAL EXCL'JSION REVIEW INFORELATION SOURCE

Local and
Federal/State Agency private Other

Corre- Phone corre- studies Onsite
Criterla spondence check PLaetirg spondence Previous and Staff inspection

Sl6 DM2.3.A (date) (date) (date) (date) NEPA reports expertise (date) OEher

j g LL /Ô -- / 1Publicagheaylth J > 7/

Unique charac- / 2L
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Environmentally
controversial

,

UncertaLn and
unknown risks
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CATEGORICALEXCLUSIONREVIEWCOMMONREFERENCELEGEND

1. Surface Management Agency Input .

2. Reviews Reports, or information received from Geological Survey

.(Conservation Division, Geological Division, Water Resourte Division,

Topographic Division)

3. Lease Stipulations/Terms

4. Application Permit to Drill

5. Operator Correspondence

6. Field Observation

7. Private Rehabilitation Agreement .

•

6



H4 REPLY REFER TO

United States Department of the Interior T
U-802

BUREAUOFLANDMANAGEMENT
Vernal District Office

170 South 500 East
Vernal, Utah 84078

October 15, 1981

Ed Guynn2 District Engineer
USGS, Conservation Division
2000 Administration Building
1745 West 1700 South
Salt Lake City, UT 84104

Re: Coseka Resources Limited
4-35-13-24
Sec. 35, T13S, R24E
U-10183
Uintah County, Utah

Dear Sir:

A joint field examination was made on October 14, 1981, of the above' referenced well site location and proposed access road. We feel that
the surface use and operating plans are adequate with the following
revisions and stipulations

1. Construction and maintenance of roads, rehabilitation of disturbed
areas and construction of pipeline routes, shall be in accordance
with surface use standards as set forth in the brochure, "Surface
Operating Standards for Oil and Gas Exploration".

2. Traveling off access road right-of-ways will not be allowed. The
maximum width of access pads (both existing and planned) will be 30
feet total disturbed area. Roads will be crowned and properly
maintained. Turn-outs will not be required.

3. The BLMwill be notified at least 24 hours prior to an.y construc-
tion.

4. Burn pits will not be constructed. There will be no burning or
burying of trash or garbage at the well sites. Refuse must be
contained in trash cages and hauled to an approved disposal site.

5. A wire mesh or net type of fence, topped with at least one strand of
barbed wire, will be used around the reserve



6. The BLMwill be contacted at least 24 hours prior to any rehabili-
tation activities. The operator may be informed of any additional
needed seeding or restoration requirements.

7. PR Spring may not be used as a water source.

8. Live trees that must be removed may be pushed over and stockpiled
separately from the topsoil. Large pieces of dead wood should also
be stockpiled separately from the topsoil.

.

9. The _top six to eight inches of topsoil will be stockpiled as
addressed in the applicant's A.P.D.

10. Production facilities will be painted so that they will blend in
with the surrounding environment.

11. In order to protect important seasonal wildlife habitat, explora-
tion, drilling, and other development activity will be allowed only
during the period from June 15 to December 1. This limitation does
not apply to maintenance and operation of producing wells. Excep-
tions to this limation in any year may be specifically authorized
in writing by the District Engineer, Geological Survey, with the
concurrence of the District Manager, Bureau of Land Management.

An archaeological clearance has been conducted by Grand River Consul-
tants, Inc., of the proposed drill site and proposed access road. No
cultural materials were located on the surface of the surveyed areas.

The proposed activities do not jeopardize listed,.threatened, or
endangered flora, fauna, or their habitats.

The BLMrepresentative will be Cory Bodman, 789-1362.

Sincerely,

Karl Wright
Acting Area Manager
Bookcliffs Resource Area

cc: USGS,



Identification CE A No. 015-82

United States Department of the Interior
Geological Survey

2000 Administration Bldg.
1745 West 1700 South

Salt Lake City, Utah 84104 .

NEPA CATEGORICAL EXCLUSION REVIEW

PROJECT IDENTIFICATION

Operator Coseka Resources

Project Type Gas Well

Project Location 668' FWL & 276' FSL - Sec. 35, T. 13S, R. 24E

Well No. 4-35-13-24 Lease No. U-10183

Date Project Submitted October 9, 1981

FIELD INSPECTION Date October 14, 1981

Field Inspection
Participants Greg Darlington - USGS, Vernal

Cory Bodman - BLM, Vernal

Stacey Stewart - Coseka Resources

Dallas Galley - Galley Construction

Related Environmental Documents: Unit Resource Analysis, Seep Ridge Planning

Unit, BLM, Vernal

I have reviewed the proposal in accordance with the categorical exclusion review

guidelines. This proposal would no.t involve any significant effects and, there-

fore, does not represent an exception to the categorical exclusions.

Date P/repared ' En ironmental cientist

I concur
FOA E. W. GUYNN

0Cf i 6 1981 DISMOT OIL &GASSUPERVISOR

Date 'District Supervisor

..
,•"" To 10-15 81 Typing Out



PROPOSED ACTIONS:

Coseka Resources plans to drill the Dry Burn Unit 4-35-13-24 well, a6350' gas test of the Mancos "B" formation. A new access road of 2.3 mileslength is planned and .6 mile of existing jeep trail will also be widenedand upgraded. An area of operations 215' x 350' is requested for thelocation.

RECOMMENDED APPROVAL CONDITIONS:

The operator agrees to accept and adhere to the following conditionsin addition to the plans outlined in the APD:

1. BLM stipulations

2. Lease stipulations

3. Provide adequate logs for the identification of other minerals asrequested in the Mineral Evaluation Report and Mining



0 0

October 19, 1981

Coseka Resources (U2S.A.) Ltd.
718-17th Street, Suite #630
D8nver, Colo. 80202

RE: Well No. Dry Burn Bederal #4-35-13-24,
Sec. 35, T. 133, R. 24E,
Uintah Countys Utah

Insofar as this office is concerned, approval to drill the above
reffered to gas well is hereby granted in accordance with Section 40-6-11,
Utah Gode Annotated 1953; and predicated on Rule A-3, General Rules and
Regulations and Rules of Practice and Procedure.

Should you determine that it will be necessary to plug and abandon
this well, you are hereby requested to immediately notify the following:

MICHAELT. MINDER- Petroleum Engineer
Office: 533-5771
Home: 876-3001

Enclosed please find Form OGC-8-X, which is to be completed whether
or not water sands (acquifers) are encountered during drt11ing. Your
cooperation in completing this form will be appreciated.

Further, it is requested that this Division be notified within 24 hours
after drilling operations commence,and that the drilling contractor and rig
number be identified.

The API number assigned to this well is 43-047-31105.

Sincerely

DIVISIONOFOIL, GASANDMINING

Cleon B. Feigh
Director sí

CBF/db
CC:



orth 9-3310 SUBMIT IN TRIPLICATE* Form approved.
fáy 1%3) (Other instru ions 011

Budget Bureau No 42 (142"i.

UNITED STATES re- el

DEPARTMENT OF THE INTERIOR s raak ianza su suussais so.

GEOLOGICAL SURVEY U- 2871 /t0/Ñ3
Ag]CATION FOR PERMITTO DRILL,DEEPEN,OR PLUG BACK TONDUN RUN NN

líL TytE OF WORN

DRILL M DEEPEN PLUG B
srr or « Dry Burn

1. u, OTHER
GlaE TwJ F

i o inini Federal
Coseka Resources (USA) Limite Nii

"we"" "" """"°" 4-35-13-24
P.O. Box 399, Grand Junction, CO 81502

6¯ëiii
iors,

4 LocenoN OF WELL lieporf la (thiri cÏeÀFÍyand in acordaliciiiiÏa Än er re ts Wildcat
At ru

668' FWL, 276' FSL, Section 39, T13S, R24E
At proposed prod. zone

Same Sec. 35, T13S, R24E
i.0STATCE IN MI N( DIRECCT UN FROM ÑE RfgT IOW I 12. COUNTY OR PARISH Î$. bfATF

Uintah Utah

LOCATION TO NEAREST TO TIIIS WELL
PROPERTY OR LEASE LINE, FT, 276' 320 160
(Also to nearest drlg. unit line, if anyl

lÑ. DINTANCE FROM IROPOSED LOUVRON* 19. PR POSED DEPTH . ROTARY OR CARI.E TOOLS

T NEtnVST WFM Dul1J.ING, DIPIÆTED,
OP. APPLIED FOR. ON THIS LEASE, FT. 6,350' Rotary

21 auwÀTioN (Show whet er ÜF, RÍ, GIt, etc.) 22 APàRox )RK Wl! I þT RT*

6,832' Ung .

October 20, 1981
SED CASING AND CEMENTING PROGRAM

SI E OF TI NIZW OF CASING ½k I 11T PËR F OT SETTING DEPTH ANTITY F CEMENT

íŽ 1 $" 6/8" 36# 20 To surfä e
Š 3/4" 7" 3# ,Ž00 500 anoŸe pay siÏffipient
6 178" 4½" 11.6f T.D TFöfect oãT o TFesh

water resources.

Attachments:

Exhibit "A" - Ten Point Compliance Program
Exhibit "B" - Proposed Production Layout
Exhibit "C" - B.0.P. Schematic
Certified Survey Plat
13 Point Surface Land Use and Maps

sauve seacto nEscauss raorostco ruocant if propoul is to deepen or plug back, give data on present productive motie and proposed new productive

race. If proposal is to drill or deepen directionalb, give pertinent data on subsurface locations and measured and true vertical depths. G1se blowout

prevourer program, if any.

Field Services
KH;NT:D . AAA. TFri DATE

iThis space for Fed al or State office use)

oR E. W. GUYNN
APPROVkl 1 Y TITI peg-La S ERR osos
conoïT10NS OF AbrRovAL, w ANY

CONDITIONSOF APPROVAL ATTACHEU- FLARINGOR VENTINGOF

NO O A PROVAL TO OPERATOR'S COPY
GAS IS SDUABCthTO



PROJECT

COSEKA RESOURCES U.S.A. LTD.
I II

T/3S , R 24E , S.L.B. SM. well location, 44-ss-is-24, located
as shown in the SW \/4 SW 1/4 Section 35,
Tl3S, R24E , S.L.B.SM. Uintah
County , Utah.

S89°56'W

79. 80 Hofe : Basis of Bearings is the West line of the
SW I/4 Section 33,Tl3S, R24E, S.L.B.SM.
Location 4 4-35-13-24 bears NB8*29'32"W

ll,23\.59' from the SW Cor. Section 33,
Tl3S, R24E, S.L.B.SM.

° 35
°°

z

CERTIF1CATE

B THIS 15 TO CERTIFY THAT THE ABOVE PLAT WAS PREPARED FROM

FIELD NOTES OF ACTUAL SURVEYS MADE BY ME OR UNDER MY

SUPERVISION AND THAT THE SAME ARE TRUE AND CORRECT TO THE
BEST OF MY KNOWLEOGE AND BELIEF

#4-35-/3-24 REGISTERED LAND SURVEYOR
REGISTRATION NB 3154

Elev Ungraded Ground - 6832' ST AT E OF UT A H

ese'
UINTAH ENGINEERING & LAND SURVEYING
P 0. BOX Q - 85 SOUTH - 200 EAST

NS9°54'E
ŸERNAL, UTAH - 84078

SCALE DATE
4

'
I" =

1000° 10/ 7/81
PARTY REFERENCES

X = Section Corners Located RT GS MM RP GLO Plot
WÊATHER FILE

FairðWarm COSE K



DIVISIONOFOILGASANDMINING

SPUDINGINFORFATION

NAFEOFCûMPANY:Coseka Resources (USA) Ltd.

Dry Burnt Fed. 4-35-13-24

SECTIONswsw35 TOWNSHIP 13S PANGF 24E Û0UNTY Uintah

DRILLINGCONTRACTORNicor

RIG# s7

SPUDO: DATE 11-10-81

IIMF 8:00 AM

.ÑOW Rotary

DRILLINGWILLC0t‡\ENCE

REPORTEDBY Jimmy Dean

TELEPHONE# 303-245-6220

November 12, 81 SI



NOT I CE 0 F SPUD

Caller:

Phone:

Well Number: 957-/
Location: § . / - 9.4 e

County: State:

Lease Number: - 3 22
Lease Expiration Date:

Unit Name (If Applicable)

Date & Time Spudded: g) pg) // /8 /

Dry Hol e Spudd

Details of Spud (Hole, Casing Cement, etc.)

ISO

Rotary Rig Name & Number: S

Approximate Date Rotary Moves In:

F 0 LL 0 W W I TH SUNDRY NOT I CE

Call Received By:

Date: là Of (



ORAL A VAL TO PTI.iG AND A1WFN)E.

op. S'E Representative e //

Well No. Located i Sec,if Twp /SSRange

Lease No, Fiel · State

RU L'ameD pndh
Base of fresh water sands

Size hole and Mud Weight
T.D. Û Pill Per Sack " and Top #fgal. *

Casing Set Top of To Be Plu ing Reauirements
At Cement, Pulled om o Sa Cemen

Formation Top Base Sho

f¿Agge x coo
' 44fo . 4/£õ a.r r-e

/Á NS
s ¥ 7r ro r ¿r ry-

E'wwy sa
7 ç«3

osos, 1ost circuiation zones, ware e etc. N'/ 4/ A/r A4 up

Approved Date



DOWEL D I V I S I ON O FREDMITTOC HEM I C A U S. A REM TANCE

INVOICE DATE
AN OPERATING UNIT OF THE DOW CHEMICAL COMPANY

. F . §1 11/30/81
PAGE INVOICE NUMBER

7339
ESSEKi- RESCURCES (USA) LIMITED 1 15-03-8504

F G EEX 399 TYPE SERVICE

GRAMD JUNC310N CO 81501 CEVl N1 ING
FLUG AND Aft-NDON

OB SIT STATE ' COUNTY/CITY SERVICE FROM i.OCATION SHIPPED VIA CUSTOMER P.O. NO./REF

IOB l.OCATION .

' DATE OF SERVICE ORDER .
AUTHORIZED BY -

ITEM NUMBER QUANTITY - U/M DESCRIPTION UNIT PRICE AMOUNT •¿

i i

49102-3 1 2963 TMI TRANSPORTA11EN CMNT ECUAL1ZE .IB1 2,400,ii.
59200-301 116 RÌ ilLEAGE'. E?cH SEPVICE TRUCK 2.|26 26f.|9
49100-000 53 CFT SERVICE CHG CEMENT MATL LAND ,|b7 461.|1
49056-007 1 ÈA SOUEEZE CMTE SCCl-6000 FT 1,E25.!CC 1,825.ic
4')OD7-DOS 53 CFT 3937, CEMENT CLASS G, SULK 7. 3,922.0

SUE TOTAL -- ErBT7AO
i i
i i
I i

i

SENTTOD

COSEKARESólRCES
¯ G(AND.lUNCTIO

co 001-0-

l' L LOCAL TAX UN 6,322.03 47.
STATE TAX 2 6.322.03 252.8

i
i

i

r err. -.-4 y PAY vms 9 177 3
. . L s.



SCOTT M. MATHESON OIL. GAS, AND MINING BOARDGovernor

CHARLES R. HENDERSON
TEMPLEA.REYNOLDS Chairman

Executive Director, ST ATEOF UTAH
NA TURALRESOURCES - DEPARTMENT OF NATURAL RESOURCES JOHN L BELL

EDWARDT.BECK
CLEON B. FEIGHT

DIVISION OF OIL, GAS, AND MINING E. STEELE MclNTYRE
Director 1588 West North Temple BOB NORMAN

Salt Lake City, Utah 84116 MARGARET BIRD
HERM OLSEN

Coseka Resources (U.S.A.) Ltd. L
718-17th Street, Suite #630
Denver, Colo. 80202

.DMSIONOF
RE: WelT No. Dry Burn Federal #4-35-13-24, OIL,GAS&MINING

Sec. 35, T. 135, R. 24E,
Uintah County, Utah

Insofar as this office is concerned, approval to drill the above
referred to gas well is hereby granted in accordance with Section 40-6-11,
Utah Code Annotated 1953; and predicated on Rule A-3, General Rules and
Regulations and Rules of Practice and Procedure.

Should you determine that it will be necessary to plug and abandon
this well, you are hereby requested to immediately notify the following:

MICHAELT. MINDER- Petroleum Engineer
Office: 533-5771
Home: 876-3001

Enclosed please find Form OGC-8-X, which is to be completed whether
or not water sands (acquifers) are encountered during drilling. Your
cooperation in completing this form will be appreciated.

Further, it is requested that this Division be notified within 24 hours
after drilling operations commence,and that the drilling contractor and rig
number be identified.

The API number assigned to this well is 43-047-31105.

Sincerely

DIVISIONOF OIL, GASANDMINING

CD1en Feig t REGEIVED
CBF/db OCT22 1981
CC: USGS

COSEKA RESOURCES
U.S.A.



-www-ow
.

1,ar.asar ytNic%AT2ON AND BERIAL 7

... -•=••• •

ICAL SURvEY U-32572

TO DRILL, DEEPEN, OR PLUG BACK 6. Er INDIAN, ALLOTTEË OR TElBE NAME

-o.

DRILL DEEPEN O PLUG BACK "" ^°""""""* " "'

rr= or wm Dry Burn
Ow

LI. I.T. OTHER .

ELE MDLTIPLE 6. FARM 0E LEASE NAME

x == or or== to= Federal
Coseka Resources (USA) Limited - w==-t- no

ADDBESS OF OPERATOR 4-35-13-24
P.O. Box 399, Grand Junction, CO 81502 Ü. FIELD AND POOL, OR WILDCAT

. C ONœOr wmLL (Report location clearly and in accordance with any S pqui t WiIdcat

668' FWL, 276' FSL, Section 35, T13S, R24E 11. on .

At proposed prod. zonesame SußO DMS sec. 35, T13S, R24E
È. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE* 12. COUNTÌ OR PAB1BE 13. BTATE

Uintah Utah
0. DisTANCE raox PaoPost:D' 16. NO. OP ACBES. IN LEABE 17. NO. OF.ACRES ASSIGNED

LOCATION TO NEAREST TO THIS WELL
PROPEETT OR LEASE LINE, FT- 276' 320 160
(Also to nearest drig. unit line, if any)

8. DISTANCE FROM PROPOSED LOCATION* 1Û. PROPOSED DEPTH 2Û. ROTART OR CABLE TOOLS
TO NEAREST WELL, DRILLING. COMPLETED,
OR AM.IED POR. ON ÍRIS IF.ASF., Fr- 6,350' Rotary

1. ElsvATaons (Show whether DF, RT, GR, etc.) 22. APPROI. DATE WORE WILL START*

6,832' Ungr. October 20, 1981
PROPOSED CASING AND CEMENTING PROGRAM -

SIZE OP BOLE SIZE OF CASING WEIGHT PER FOOT SETTING DEPTE -QUANTITT OF CEMENT

12 1/8" 9 5/8" 36# 200' To surface
8 3/4" 7" 23# 5,200 500' above pay or sufficient
6 1./8" 4½" 11.6 T.D. to protect coal or fresh

AtËachments:

water resou c .

Exhibit "A" - Ten P om nce Program
Exhibit "B" - Proposed Production Layout -

ECeh "C
urv

o OF UT utviS10N OF
13 Point Surface Lan sSA gs 011.,GAS AND M

< ABOVE SPACE DESCEIBE PROPOSED PROGaix : If proposal is to deepen or plug back, give data on present productive zone and proposed new productive

>ne. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths.- Give blowont
reventer program, if any.

Field Services
,o-o a . & ym.,

Administrator

(This space for Fe or State office use)

PERMIT No IPPPOViiBATE

APPROTED ST TITLE DATE

CONDITIONS OF APPROVAI., IF



STATEOF UTAH Scott M. Matheson, Governor
NATURALRESOURCES& ENERGY Temple A. Reynolds, Executive Director
Oil, Gos & Mining Cleon B.Feight, Division Director

4241 State Office Building • Salt Lake City, UT84114 • 801-533-5771

April 15, 1983

Coseka Resources USA Ltd.
P. O. Box 399
Grand Junction, Colorado 81502

Re: Well No. Federal # 8-30-16-24
Sec. 30, T. 16S, R. 24E.
Grand County, Utah

Well No. Dry Burn Fed. #4-35-13-24
Sec. 35, T. 13S, R. 24E.
Uintah County, Utah

Gentlemen:

In reference to the above mentioned wells, considerable time has gone by since
approval was obtained from this office.

This office has not received any notification of spudding. If you do not
intend to drill these wells, please notify this Division. If spudding or any other
activity has taken place, please send necessary forms. If you plan to drill these
locations at a later date, please notify as such.

We will be happy to acknowledge receipt of your response to this notice if you
will include an extra copy of the transmittal letter with a place for our
signature, and a self addressed envelope for the return. Such acknowledgement
should avoid unnecessary mailing of a firm second notice from our agency.

Your prompt attention to the above will be greatly appreciated.

Respectfully,

DIVISION OF OIL, GAS ANDMINING

Cari Furse
Well Records Specialist

CF/cf
Board/Charles R. Henderson, Chairman • John L Bell • E. Steele Mcintyre • Edward T. Beck

Robert R. Norrnan • Margaret R. Bird - Herrn Olsen
i on eauo' copo1unay emp:cyer • Deose recio e



9 6

COBEKA RESOiJACES (U.BA.) LiiVIITED
2512 EVAROAD, P.O. BOX 399, GRAND JUNCTION, COLORADO81502 (303) 245-6220

April 19, 1983

State of Utah
Division of Oil, Gas & Mining
4241 State Office Bldg.
Salt Lake City, Utah

Re: Dry Burn #4-35-13-24

To WhomIt May Concern:

Enclosed is the Sundry Notice and Well Completion Report for
the above mentioned welT. Please sign and return to acknowledge
receipt of the enclosed. Thank you for your time.

Sincerel y,

Teri Tabor

Received by
Date:

DIVISION



Form 9-331 Form Approved.
Dec. 1973 Budget Bureau No. 42-RI424

UNITED STATES 5. LEASE .

DEPARTMENT OF THE INTERIOR U-10183
GEOLOGICAL SURVEY 6. IF INDIAN, ALLOTTEEOR TRIBE NAME

SUNDRY NOTICESAND REPORTS ON WELLS 7. UNIT AGREEMÏNT NAME
(Do not use this form for pro sais to drill or to deepen or plug back to a different Off 8000
reservoir. Use Form 9-331-4 r such proposals.) 8. FARM OR LEASE NAME

1. oil gas Federal
well wen other ÜYÏ 9. WELL NO.

2. NAME OF OPERATOR 4-35-13-24
Coseka Resources (U.S. A.) Limi ted 10. FIELD OR WILDCAT gME

3. ADDRESS OF OPERATOR Wildcat
P.O. Box 399, Grand Junction, CO 81502 11. SEC., T., R., M OR BLK. AND SURVEYOR

4. LOCATION OF WELL (REPORT LOCATION CLEARLY. See space 17 AREA
below.) Sec. 35, T13S-R24É
ATSURFACE: 668' FWL, 276' FSL Sec. 35, T13S- 12.COUNTYORPARISH 13.STATE
AT TOP PROD. INTERVAL: R24E Uintah Ùtaf
AT TOTAL DEPTH: Same 14. API NO.

16. CHECK APPROPRIATE BOX TO INDICATE NATURE OF NOTICE,
REPORT, OR OTHER DATA 15. ELEVATIONS (SklOW DF, KDB AND WD)

6,832' Unq coo

REQUEST FOR APPROVAL TO: SUBSEQUENT REPORT OF:
TEST WATER SHUT-OFF
FRACTURE TREAT
SHOOT OR ACIDIZE
REPAIR WELL (NOTE: Report results f multiple mp t on or zone
PULL OR ALTER CASING change on Form 330.)
MULTIPLE COMPLETE
CHANGE ZONES
ABANDON* Oral approval to plug and abandort a d

cement verification attacheg.
17. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent detaili, and give nertinentdates,

including estimated date of starting any proposed work. If well is directionally drilled, give subsurface locations and
measured and true vertical depths for all markers and zones pertinent to this work.)*

Spudded on 11-10-81.
Surface casing - 9 5/8", 36#, set at 293' KB. Cemented with 200 sxs Class "G".
No intermediate casing run.
T.D. at 6,350', 8 3/4" hole.
Plugged on 11-29-81 with the following plugs: BY ATE

5,676'-5,476' with 100 sxs Class "G"; O ADI 18108 F
4,650'-4,450' with 100 sxs Class "G"; Oi IG
2,000'-1,800' with 115 sxs Class "G"; QAgg
1,300'-1,100' with 100 sxs Class "G"; gy400'- 200' with 115 sxs Class "G"
Cemented to surface with 115 sxs Class "G".

R.R. on 11-30-81. Rehab. location and set dry hole marker on 12-10-81
Anhenrfare Rafety Valve- Mann anri T pe ? Set Ft

18. I here that ng is true and correct

SIGNED
,

(f4 TITLE DiSt. Prod. Enq• DATE 4-19-83

(This space for Federal or State office use)

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL, IF ANY:

*See Instructions on Reverse



Form 9 130
'"°' UNITED STATES SUBET IN DUPLIC a

ifo.42-R355.

DEPARTMENT OF THE INTERIOR 5. LEASE DESIGNATION AND SERIAL N

GEOLOGICAL SURVEY U-10183
WELLCOMPLETIONOR RECOMPLETIONREPORTAND LOG* 6. W INDR mud OR R NAME

la. TYPE OF WEþL: GAE
Dai Oth 7. PNIT AG ËMENT NAME

b. TYPE OF COlg?LETION:
pp

EL
OWORRK EP- rs

. Other 8. FARM R LEASä NAME

2. NAME OF OPERASOR Federal
Coseka Resources (U.S.A.) Limit d 9 WELL WO.

8. ADDR$SS OF OPggATOR 4-35-13-24
P.0. Box 399, Grand Junction, Colorado 81502 to. FIELP RD P00L, OR WILDCAT,

4. LOCATION OF WELL (Report 80CGif0R CIBGily 884 in GCCOrdanOS 10fth guy State r guir€men‡a)*
asurra 668' FWL, 276' FSL Sec. 35, T13S-R24E, S.L.B.& M. .,s.,ORBLOCKANDSURVaY

At top prod. interval reported below
SW SW

At total depth Sec. 35, T13S-R24E
14. PERMIT NO. DATE ISSUED COUNTY OR 18. STATE

PABISH
N/A Uinta h Utah

15. DATE SPUDDED 16. DATE T.D. REACHED 17. DATE COMPL, (Readg 0 PT0d. 18. ELEVÀTIUI(S (DF, RKB, RT G , ETC. * 19. ELEV. CÀSINGHICAD

11-10-81 11-28-81 11-29-81 P & A 6,83Ž' Ungr. --

20. TOTAL DEFIS, A TVD 21. PLUG, BACK T.D., MD & TVD 22. IF MULTIPLE COMPL., 23. INTERVALS R TARY TOOLS CABLE TOOLS
HOW MANT* DRILLED BY

6,350' Pluqqed to Surfat e I 0 6,350'
24. PRODUCING INTERVAL(S), OF THIS COMPLETION-TOP, BOTTO3f, NAME (MD IND TVD)* 25. WAS DIRMOTIONAL

SURVEY MADE

No
26. TYPE ELECTRIC AND OTHER LOGS RUN 27. WAS WELÌ. CORED

D , No
2A CASING RECORD (Report an strings se in toeR)

CASING SIzË WEIGHT, LB./FT. DEPTH SET (MD) . HOLE SIZE CEMENTING RECORD AMbÍTNT PULLED

9 5/8" 36# 293' KB 12 1/4" 200 sxs Class "G" ._

=

29. LINER RECORD 30. TUBING RECORD
SIZ¾ TOP (MD) BOTTOM (MD) SACKS CEMÉNT* SCREEN (MD SIZE DEPTH SET (MD) PACKER S (

31. PERFORATION RECORD (Inf67765; 8526 GNd NWMb€r) 82. ACID, SHOT FRACTURE, CEMENT SQUEEZE, ETC.

DEPTH INTERVAL (MD) AMOUNT ANO.KIND OF MATERIAL PSED

38.* PRODÜCTION
DATE FIRST PRODUCTION FRODUCTION METHOD (FIGt0$Ng., 988 liff, pumpinþ-gige angstgpg Of pump) WELL STATUS (Producing 07

shut-in)
P & A

DATE OF TÈST HOURS TESTED CHOKE SIzz PROD'N. FOR OIL-BBL. GAS-MGF. -WATER-BBL. GAS-OIL RATIO
TEST PERIOD

FLOW. TUBING PRESS. CASING PRESSURE CALCULATED OIL---BBL. GAS--KCF. WATER--BBL. OIL GRAVITY-API (CORR.)24-soon naTE

34. DISPOSITION OWGAS (Sold, às§d f0f fue ented etc.) TEST WITNESSED BY

35. LIsT or ATTACEMENTS

36. I he eby eer attached information is corn lete and correct as determined from all availab recor4ds

*(See Instructionsand Spacesfor Additional Data on Reverse
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STATEOF UTAH
DEPARTMENTOF NATURALRESOURCES
DIVISION OF OIL, GASANDMINING

1588 West North Temple
Salt Lake City, Utah 84116

*REPORTOF WATERENCOUNTEREDDURINGDRILLING*

(deu Name & Wumbek / Ñ¾ ~56'~ /S-ZÑ
2.co Wrder 5 wwy....

OpeActok 03EKA ESpot 5 AddAeaa /4/L Lar SA, der 80202,-
conexactorMCo o Addxeaa &R Ž92C D . cr CA 8/ o
Locati.on50¼SCD¼ Sec. 35 T. (3 3 R. 2.4E County iØ¾Ñ

Water Sands

Depth Volume Quality
From To Flow Rate or Head Fresh or Salty

1. Ño 4775P
.

ÑLovaS orF,iß
,

½/ECL W4-S Éd-AÈ ,

2.

3.

4.

5.
(Continue oÝreverse side if necessary)

FoAmat¿on Topa

Remarks

NOTE: (a) Repost on this goAm as paav¿ded got ¿n Ruf e C-20
, Genexat Rules

a.nd Regulet¿ona and Rules o Paaet¿ce and Ptoceduxe.

(b) Ig a wateA a.nafgais has been made og the above xepotted zone,
pleas e goxwaAd a copy along w¿th th¿a
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